
oona 22 - New age of 
contactless checkout

The android powered self-service kiosk
The oona 22 devices can be built-in into any self-service or self-checkout system 
(ordering terminals, cash-register in supermarkets, ticketing systems for public 
transportation or ATMs in banks, etc.), allowing contactless payment directly on the 
device screen.

High-Performance front-facing NFC-Antenne
Frictionless, convenient and intuitive payment processes are the 
future of contactless payment. With oona directly on the screen.

Enterprise durability and ruggedization
The oona 22 robust device is made for all-day operation. With the 
strengthened glass design, the use is also suitable in more harsh 
environments. The cleaning of oona devices with professional or 
household cleaners is possible.

Various built-in options
oona 22 can be mounted in a various and flexible ways, you can 
select countertop mounts or floor stands which use standard VESA 
75 or 100 mounts or build fully custom solutions mounting your 
screen in furniture or walls using screws along the screen edges. 
Select needed accessory and build your own solution.



oona 22

Payment NFC Front facing NFC antenna behind display (central location)
Optimized for payment processing
Supporting EMV and other payment cards like transit cards (Felica, MiFare)
SoftPOS application from various partners – PCI approved connected to payment gateways

Display 21.5” with FHD resolution (1080x1920 px)

Touch Multi-touch

Platform Qualcomm® Snapdragon™ 660

Operating system Android 12 with GMS, 
Regular security and maintenance updates guaranteeing safety of payment processing

Memory RAM: 4GB LPDDR4 Storage: 64GB eMMC

Communication WLAN IEEE 802.11 ac+r/k/v
BT5.0
GNSS

Cameras/Scanning Front 8MP AF

Interfaces 2x USB-C Data only port USB 3.1 Gen 1
2x USB-A (max. 500mA each)
RJ-45 LAN
DC input for powering (barrel connector)

Mechanics Dimensions: : 528,3mm*323.5mm*42,2mm

Weight: 5.2kg incl. Power Supply
Operating 
conditions

Temp: 0°C – +50°C | Humidity: 10% - 90%
ESD rating 15kV Air Discharge

Storage conditions Temp: 0°C – +60°C

Warranty 1 year standard warranty
Optional: 3 years warranty contracts

Specifications



Contact us

Finland, Headquarters

Aava Mobile Oy
Nahkatehtaankatu 2
90130 Oulu, Finland

Tel.: +358 8 373 800
Fax: +358 8 373 811
E-Mail: info.fi@aavamobile.com

Sales Office: Europe & APAC

Aava Mobile GmbH
Harksheider Straße 3
22399 Hamburg, Germany

Tel.: +49 40 6979 5939
Fax: +49 40 6979 5947 
E-Mail: vertrieb@oona-solution.com

Sales Office: North America
 
Tel.: +1 800 656 3470
E-Mail: sales@oona-solution.com

For more information please visit: www.oona-solution.com
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